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PASR E 1302, Z 26

Dowel pin with extracting thread
Pasador cilíndrico roscado
Kołek walcowy z gwintem wewnętrznym
Cavilha cilindrica com furo roscado

Hardness: 58 ± 2 HRC. DIN 7979.

d2 l2 d1 l1 REF.
M4 6 6 16 PASR/   6 x   16

20 PASR/   6 x   20
24 PASR/   6 x   24
28 PASR/   6 x   28
32 PASR/   6 x   32
36 PASR/   6 x   36
40 PASR/   6 x   40
45 PASR/   6 x   45
50 PASR/   6 x   50
55 PASR/   6 x   55
60 PASR/   6 x   60
70 PASR/   6 x   70

M5 8 8 20 PASR/   8 x   20
24 PASR/   8 x   24
28 PASR/   8 x   28
32 PASR/   8 x   32
36 PASR/   8 x   36
40 PASR/   8 x   40
45 PASR/   8 x   45
50 PASR/   8 x   50
55 PASR/   8 x   55
60 PASR/   8 x   60
70 PASR/   8 x   70
80 PASR/   8 x   80

M6 10 10 24 PASR/ 10 x   24

d2 l2 d1 l1 REF.
M6 10 10 28 PASR/ 10 x   28

32 PASR/ 10 x   32
36 PASR/ 10 x   36
40 PASR/ 10 x   40
45 PASR/ 10 x   45
50 PASR/ 10 x   50
55 PASR/ 10 x   55
60 PASR/ 10 x   60
70 PASR/ 10 x   70
80 PASR/ 10 x   80
90 PASR/ 10 x   90
100 PASR/ 10 x 100
120 PASR/ 10 x 120

12 12 28 PASR/ 12 x   28
32 PASR/ 12 x   32
36 PASR/ 12 x   36
40 PASR/ 12 x   40
45 PASR/ 12 x   45
50 PASR/ 12 x   50
55 PASR/ 12 x   55
60 PASR/ 12 x   60
70 PASR/ 12 x   70
80 PASR/ 12 x   80
90 PASR/ 12 x   90
100 PASR/ 12 x 100

Goupille cylindrique a truot turaude
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d2 l2 d1 l1 REF.
M6 12 12 120 PASR/ 12 x 120
M8 14 32 PASR/ 14 x   32

36 PASR/ 14 x   36
40 PASR/ 14 x   40
45 PASR/ 14 x   45
50 PASR/ 14 x   50
55 PASR/ 14 x   55
60 PASR/ 14 x   60
70 PASR/ 14 x   70
80 PASR/ 14 x   80
90 PASR/ 14 x   90
100 PASR/ 14 x 100
120 PASR/ 14 x 120

16 16 40 PASR/ 16 x   40
45 PASR/ 16 x   45
50 PASR/ 16 x   50

d2 l2 d1 l1 REF.
M8 16 16 55 PASR/ 16 x   55

60 PASR/ 16 x   60
70 PASR/ 16 x   70
80 PASR/ 16 x   80
90 PASR/ 16 x   90
100 PASR/ 16 x 100
120 PASR/ 16 x 120

M10 20 20 50 PASR/ 20 x   50
55 PASR/ 20 x   55
60 PASR/ 20 x   60
70 PASR/ 20 x   70
80 PASR/ 20 x   80
90 PASR/ 20 x   90
100 PASR/ 20 x 100
120 PASR/ 20 x 120
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